Restoration of Droitwich Barge & Junction Canals

15

Creation of a new area of wet woodland,
reedbed, fen and marsh between the
Canal and the River Salwarpe

Fishing Pools

Caravan Site

1.6
Dredging of the Canal in Length 1: |

21
Bank st ability works and erosion
_ -1 protection between the river and e
Nt the canal. See Drawings 6 & 7. .
o Mil NehaeSlogic,, : Towpath Works:
i ( . S Y Se,, ) Localised regrading of the towpath and
d . . . ’ surfacing with crushed stone aggregate
Restoration of Lock 7 to navigable use: . > . . ;
Repairs to lock chamber, new lock gates, - : up to Linacre Bridge. See Drawings 6 & 7
new lock landing stage, repairs to stone
copings, new bollards, removal of existing \
= footbridge, construction of new footbridge. \ B

See Drawings 1 & 2. ey )
Z?:E:,;Mw\\ Dredging of the Canal in Length 2.
/

1.3

Restoration of Lock 8 to navigable use:

Repairs to lock chamber, new lock gates,

repairs to stone copings, new bollards, , ..'..
new lock landing stage, information board, / —

canal entrance works, removal of footbridge. // . o School

See Drawings 1 & 2 -

i)
Archaeological Investigation of /

possible sunken 'W ych Barge' at A449 C i
rossing and new towpat|
entrance canal. works / act_:esg rovision. P
(See Drawing 35)

\
\
17 \ \ Qj

1.2

Installation of landing st age A449 crossing through new tunnel: \ Hab(foraﬁo\sgx,/:/
and ramp s, signage & Construction of new canal tunnel by cut and \ V! e
interpret ation boards. cover, landscaping works, new towpath and \

access improvements, creation of new bat
roosts.To include archaeological assessment
of IikeI%/ remnants of original bridgeand

footpath divertion during works. See Drawing 3.

11

Piling works to the canal entrance:

20m of steel sheet piling with reinforced
concrete capping beam, both north and
south of entrance. See Drawing 1, 6 and 7.

Proposal Map 1 - River Severn to Linacre
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